Environmental Protection Agency

EMISSION AND OPERATING LIMITATIONS

§63.6600 What emission limitations
and operating limitations must I
meet if I own or operate a sta-
tionary RICE with a site rating of
more than 500 brake HP located at
a major source of HAP emissions?

(a) If you own or operate an existing,
new, or reconstructed spark ignition
4SRB stationary RICE with a site rat-
ing of more than 500 brake HP located
at a major source of HAP emissions,
you must comply with the emission
limitations in Table la to this subpart
and the operating limitations in Table
1b to this subpart which apply to you.

(b) If you own or operate a new or re-
constructed 2SLB stationary RICE
with a site rating of more than 500
brake HP located at major source of
HAP emissions, a new or reconstructed
4SLB stationary RICE with a site rat-
ing of more than 500 brake HP located
at major source of HAP emissions, or a
new or reconstructed CI stationary
RICE with a site rating of more than
500 brake HP located at a major source
of HAP emissions, you must comply
with the emission limitations in Table
2a to this subpart and the operating
limitations in Table 2b to this subpart
which apply to you.

(c) If you own or operate any of the
following RICE with a site rating of
more than 500 brake HP located at a
major source of HAP emissions, you do
not need to comply with the emission
limitations in Tables la and 2a to this
subpart or operating limitations in Ta-
bles 1b and 2b to this subpart: an exist-
ing 2SLB stationary RICE, an existing
4SLB stationary RICE, or an existing
CI stationary RICE; a stationary RICE
that combusts landfill gas or digester
gas equivalent to 10 percent or more of
the gross heat input on an annual
basis; an emergency stationary RICE;
or a limited use stationary RICE.

[73 FR 3605, Jan. 18, 2008]

§63.6601 What emission limitations
must I meet if I own or operate a
4SLB stationary RICE with a site
rating of greater than or equal to
250 brake HP and less than 500
brake HP located at a major source
of HAP emissions?

If you own or operate a new or recon-
structed 4SLB stationary RICE with a
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site rating of greater than or equal to
250 and less than or equal to 500 brake
HP located at major source of HAP
emissions manufactured on or after
January 1, 2008, you must comply with
the emission limitations in Table 2a to
this subpart and the operating limita-
tions in Table 2b to this subpart which
apply to you.

[73 FR 3605, Jan. 18, 2008]
GENERAL COMPLIANCE REQUIREMENTS

§63.6605 What are my general require-
ments for complying with this sub-
part?

(a) You must be in compliance with
the emission limitations and operating
limitations in this subpart that apply
to you at all times, except during peri-
ods of startup, shutdown, and malfunc-
tion.

(b) If you must comply with emission
limitations and operating limitations,
you must operate and maintain your
stationary RICE, including air pollu-
tion control and monitoring equip-
ment, in a manner consistent with
good air pollution control practices for
minimizing emissions at all times, in-
cluding during startup, shutdown, and
malfunction.

TESTING AND INITIAL COMPLIANCE
REQUIREMENTS

§63.6610 By what date must I conduct
the initial performance tests or
other initial compliance demonstra-
tions if I own or operate a sta-
tionary RICE with a site rating of
more than 500 brake HP located at
a major source of HAP emissions?

If you own or operate a stationary
RICE with a site rating of more than
500 brake HP located at a major source
of HAP emissions you are subject to
the requirements of this section.

(a) You must conduct the initial per-
formance test or other initial compli-
ance demonstrations in Table 4 to this
subpart that apply to you within 180
days after the compliance date that is
specified for your stationary RICE in
§63.6595 and according to the provisions
in §63.7(a)(2).

(b) If you commenced construction or
reconstruction between December 19,
2002 and June 15, 2004 and own or oper-
ate stationary RICE with a site rating
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of more than 500 brake HP located at a
major source of HAP emissions, you
must demonstrate initial compliance
with either the proposed emission limi-
tations or the promulgated emission
limitations no later than February 10,
2005 or no later than 180 days after
startup of the source, whichever is
later, according to §63.7(a)(2)(ix).

(c) If you commenced construction or
reconstruction between December 19,
2002 and June 15, 2004 and own or oper-
ate stationary RICE with a site rating
of more than 500 brake HP located at a
major source of HAP emissions, and
you chose to comply with the proposed
emission limitations when dem-
onstrating initial compliance, you
must conduct a second performance
test to demonstrate compliance with
the promulgated emission limitations
by December 13, 2007 or after startup of
the source, whichever is later, accord-
ing to §63.7(a)(2)(ix).

(d) An owner or operator is not re-
quired to conduct an initial perform-
ance test on units for which a perform-
ance test has been previously con-
ducted, but the test must meet all of
the conditions described in paragraphs
(d)(1) through (5) of this section.

(1) The test must have been con-
ducted using the same methods speci-
fied in this subpart, and these methods
must have been followed correctly.

(2) The test must not be older than 2
years.

(3) The test must be reviewed and ac-
cepted by the Administrator.

(4) Either no process or equipment
changes must have been made since the
test was performed, or the owner or op-
erator must be able to demonstrate
that the results of the performance
test, with or without adjustments, reli-
ably demonstrate compliance despite
process or equipment changes.

(5) The test must be conducted at any
load condition within plus or minus 10
percent of 100 percent load.

[69 FR 33506, June 15, 2004, as amended at 73
FR 3605, Jan. 18, 2008]
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§63.6611 By what date must I conduct
the initial performance tests or
other initial compliance demonstra-
tions if I own or operate a 4SLB SI
stationary RICE with a site rating
of greater than or equal to 250 and
less than or equal to 500 brake HP
located at a major source of HAP
emissions?

If you own or operate a new or recon-
structed 4SLB stationary RICE with a
site rating of greater than or equal to
250 and less than or equal to 500 brake
HP located at a major source of HAP
emissions, you must conduct an initial
performance test within 240 days after
the compliance date that is specified
for your stationary RICE in §63.6595
and according to the provisions speci-
fied in Table 4 to this subpart, as ap-
propriate.

[73 FR 3605, Jan. 18, 2008]

§63.6615 When must I conduct subse-
quent performance tests?

If you must comply with the emis-
sion limitations and operating limita-
tions, you must conduct subsequent
performance tests as specified in Table
3 of this subpart.

§63.6620 What performance tests and
other procedures must I use?

(a) You must conduct each perform-
ance test in Tables 3 and 4 of this sub-
part that applies to you.

(b) Each performance test must be
conducted according to the require-
ments in §63.7(e)(1) and under the spe-
cific conditions that this subpart speci-
fies in Table 4. The test must be con-
ducted at any load condition within
plus or minus 10 percent of 100 percent
load.

(c) You may not conduct performance
tests during periods of startup, shut-
down, or malfunction, as specified in
§63.7(e)(1).

(d) You must conduct three separate
test runs for each performance test re-
quired in this section, as specified in
§63.7(e)(3). Each test run must last at
least 1 hour.

(e)(1) You must use Equation 1 of this
section to determine compliance with
the percent reduction requirement:



